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To extremely improve battery performance,ELB adopted precise design and advanced manufacturing techniques 
to create perfect electric core, and launched a number of advanced electric core products that meet the 
requirements of different customers for high energy density, high power density, quick charging performance, 
long cycle, high and low temperature performance and high safety performance.
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26700-

4000mAh
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6000mAh

General characteristic

Material NCM LFP

Norminal Voltage 3.7V 3.7V 3.7V 3.2V 3.2V 3.2V

Norminal capacity 2500mAh 2600mAh 3000mAh 2000mAh 4000mAh 6000mAh

Norminal energy 9.25WH 9.62WH 11.1WH 6.4WH 12.8WH 19.2WH

Dimension(D*H, MM) 18*65 18*65 18*65 18*65 26*70 32*65

Approx.weight 46G 48KG 50G 41G 93G 140G

                              Electrical characteristics

End of charge voltage 4.2V 3.65V

End of discharge 
voltage

2.75V 2.5V

Standard charge 
current(1C)

2.5A 2.6A 3A 2A 4A 6A

Standard discharge 
current (1C)

2.5A 2.6A 3A 2A 6A 6A

Max discharge current 7.5A 7.8A 9A 4A 8A 18A

Operating 
temperature

(charge)

10°C ~ 45°C 0°C ~ 55°C

Operating 
temperature
(discharge）

-20°C ~ 60°C -20°C ~ 60°C

Storage temperature -20°C ~ 50°C -20°C ~ 55°C

Cycle lfe >1000 times(25°C@80%DOD,0.2C) >4000 times(25°C@80%DOD,0.2C)

Additional Down the detail datasheet and use manuel from official website: 

https://www.ecolithiumbattery.com/resources/



To extremely improve battery performance,ELB adopted precise design and advanced manufacturing techniques 
to create perfect electric core, and launched a number of advanced electric core products that meet the 
requirements of different customers for high energy density, high power density, quick charging performance, 
long cycle, high and low temperature performance and high safety performance.

Model ELB

PC-40

ELB

PC-50

ELB

PC-100

ELB

PC-120

ELB

PC-200

ELB

PC-280

General characteristic

Material LFP

Norminal Voltage 3.2V 3.2V 3.2V 3.2V 3.2V 3.2V

Norminal capacity 40Ah 50Ah 100Ah 120Ah 200Ah 280mAh

Norminal energy 128WH 160WH 320WH 384WH 640WH 896WH

Dimension
(L*W*H, MM) 

148*27*132 135*30*185 200*33*167 174*48*167 200*54*173 174*72*208

Approx.weight 1.06KG 1.38KG 2.38G 2.84KG 4.10KG 5.34KG

                              Electrical characteristics

End of charge voltage 3.65V

End of discharge 
voltage

2.5V

Standard charge 
current

40A 25A 50A 60A 100A 140A

Standard discharge 
current 

40A 50A 100A 120A 200A 280A

Max discharge current 40A 50A 100A 120A 200A 280A

Operating 
temperature

(charge)

0°C ~ 55°C

Operating 
temperature
(discharge）

-20°C ~ 60°C

Storage temperature -20°C ~ 55°C

Cycle lfe >4000 times(25°C@80%DOD,0.2C)

Additional Down the detail datasheet and use manuel from official website: 

https://www.ecolithiumbattery.com/resources/



Charge/Discharge Curve                                                                                Discharge Curve at different rates

Discharge Curves at different temperatures(0.5C)                                              Cycle curves at 1C(100%DOD)

 

• Super safe lithium iron phosphate (LiFePO4) chemistry reducing the risk of explosion or 
combustion due to high impact, over-charging or short circuit situation.

• Allows fast charge and high current discharge.

• Allows high efficiency charge and discharge cycles

• Greater energy density than lead-acid batteries.

• Faster charging and lower self-discharge.

* DATA REP.-32650 6000mAh


